../ 1-410052-HT19[

-3

Performance List

Class 2500LB

Shell Test| 63.0
Back Seal Test MPa
Seal Test 46. 2
Air Seal 0.6

Test

Temp. <550° C

Technical Requirements

nan
NPS d L H W D b
1/2” 11 186 375 200 21.95 10
3/4” 14 186 378 200 27.3 13
1” 19 186 380 200 34. 05 13
14 25 232 490 280 42.8 13
1y 28 232 490 280 48.9 13
2” 35 279 540 300 61.35 16

1. Design & Manufacture conform to API 602
2. Face to Face to factory standard
3. SW ends conforms to ASME Bl16. 11
4. Test & Inspect conform to API 598
17
16
15 NUT 2H
14 HANDWHEEL A197
13 STEM NUT $S410
12 HEX NUT 2H
11 GLAND FLANGE AL82 F22
10 GLAND 410
9 PACKING GRAPHTTE
8 LOCKING NUT 35% STEEL
7 PIN 410
6 BONNET AL82 F22
5 GASKET 304+GRAPHTTE
4 SEAT RING A182 F6
3 STEM A182 F6
2 DISC A182 F6
1 BODY A182 F22
CODE PART NAME QIT| MATERIAL
PRESSURE SEAL GLOBE VALVE
DESTGN F22 BODY, SOCKET WELD END
CHECKED
STANDARD

APPROVED

MODEL J61H-2500LB-1/2"2"
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